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Solid / Liquid Level Measurement for Field Application
Pneumatic Vibrator/Air Hammer
Temperature Controller/ Counter /Digital Panel Meter

OPERATING PRINCIPLE

FEATURES

Fine-Tek's By-pass indicator utilizes hydrostatic
principle to show the liquid level in the tank. A float
with a magnet inside rises and drops according to
the liquid level change. Magnetic flags will flip as
float passes through to indicate liquid level based
on magnetic attraction method.

Flag
By-pass
Chamber

Magnet
Float

Applicable in environment with high temp., high
pressure, strong acid, strong alkaline and
hazardous locations. The structure is simple but
durable and reliable. It is also available with
various options for upgrade.
A level transducer or magnetic switch can be
installed and adjusted during operation.
It is not operated by electricity thus it will not be
affected by power failure.
Add different color of hag per 10cm that can he
recognized easily.
Multiple applications for textile dyeing, sewage
water processing, power generating, boiler and
petrochemical industries.

By-pass level transmitter

EFX By-pass level transmitter

SPECIFICATIONS
Wetted material PVDF / PP / SUS304 / SUS316
Resolution

10mm

Operation temp. <400℃ depend on wetted
material
Supply voltage

None

Float S.G.

>0.55 of water

Pressure

110 Kg/cm2(max.)

Explosion-proof

ATEX 2G Ex d IIB
T6~T3 Gb (Optional)

Switch

Contact form: SPST, SPDT
contact capacity:
1A/30W /200VDC/240VAC

Transmitter

Resolution：
12.7mm /6.35mm /0.1mm
Output 4-20mA / 3-wire
resistance output

※The specification is subject to the brochure.
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Cable float level switch

FAX / FBX Cable float level switch
OPERATING PRINCIPLE
Cable float switch is a simple structure, easy to use,
and safety Wholly reliable liquid level detection tool,
which uses micro-switches, magnetic reed switch or
mercury switch do contact.
To hammer rise and fall with the water level as the
center angle changes when the horizontal plane and
the rise or hem angle exceeds the angle, steel beads
or mercury will move up and down as the angle
output ON or OFF contact signal to reach the level
detection function.
The float housing demand different plastic and
stainless steel for selection, applicable to a variety
of high and low temperature wastewater environment.

SPECIFICATIONS
Float material

PVC / PP / SUS304

Operating temp 60BC / 70BC / 170BC(Optional)
Contact form

SPST-NO / SPST-NC /SPDT

Contact capacity 10A/250Vac or 15A/250Vac

Actuation angle 28°±2°/10°±2°
Pressure

2kg/cm2

Wire voltage

600vac

Isolation
resistance

>100MΩ

※The specification is subject to the brochure.
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FEATURES
Suitable for long-distance, multi-level control,
Shen pumps or containing particulate / liquid
control of the bulk impurities.
Has the best environmental tolerance, easy to
replace, and cheap.

OPERATING PRINCIPLE

FEATURES

In a sealed metal or plastic tube, set point or points,
Magnetic reed switch, and then the tube through one
or more of the hollow equipped with a ring magnet
inside the float, and the use of a fixed ring control the
float and the reed switch in the relevant position, so
that the float in the fluctuate within a certain range.

The position of the control switch is customized
by the user. Contact life of up to one million
times.
Protection class IP65 junction box above.
The wetted materials are PVDF, PP; SUS304
and SUS316, suitable for all kinds of liquid.
The maximum operating temperature of 200°C
Maximum operating pressure of 50 Bar.

Magnetic float level switch

FCX / FDX Magnetic float level switch

Float ball

Reed switch

NO
NC
Permanent
magnet

SPECIFICATIONS

Float material

PVDF / PP / NBR / SUS304
/ SUS316

Operating temp

<200BC

Contact form

SPST-NO / SPST-NC /SPDT

Contact capacity 10W / 20W / 50W
Linearity

>0.5 of water

Pressure

50bar(max.)

Degree of
protection

IP65

Degree of
protection

ATEX 2G Ex d IIB
T6~T3 Gb(Optional)

※The specification is subject to the brochure.
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Magnetic float level transmitter

FGX Magnetic float level transmitter
OPERATING PRINCIPLE

FEATURES

Float continuous level transmitter use float within the
magnet with the level change to change the
resistance within the rod with the magnetic reed
switch, consisting of voltage dividing circuit, the gap
of the magnetic reed switch is smaller, accuracy
becomes higher. Pressure signal may pass through
the converter into a 4-20mA or other with standard
signal. The indicator can be used with other tables
head for long-distance Indicates, is a simple principle,
the level indicating excellent reliability devices.

Magnetic Float
Level Teansmitter

PB Series

SPECIFICATIONS
Wetted
material

PVDF / PP / SUS304 / SUS316

Operating
temp

<200BC

Supply voltage Loop Power 12~36 Vdc
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Linearity

>0.45 of water

Pressure

30Bar(Max.)

Degree of
protection

IP65

Explosion-proof

ATEX 2G Ex d IIB
T6~T3 Gb (Optional)

Variety of wetted materials can be selected.
Variety float specifications, can also be applied
to a variety of different specific gravity of the
liquid. A special reed packaging process, has a
better environmental tolerance. Applied to the
ultra-small density level.
Applicable to the environment of the tank,
having a pressure. Can be used in hightemperature liquid.
Accuracy independent of temperature, pressure,
and changes in the measured object.

OPERATING PRINCIPLE
The pressure transmitter is constituted by a piezoelectric semiconductor wafer bridge. Diaphragm type
pressure exerted on the diaphragm by the silicone
oil and then spread to the semiconductor electric
bridge (below) voltage is generated at both ends so
that the bridge unbalance, this does not the equilibrium potential signal via the amplifier and then
transferred into 4-20mA current signal, this signal
4-20mA indicator series to show the actual level.

FEATURES
Can be used sticky weak acid, scale-containing
impurities in liquid , and gas tongcao within.
Stainless steel diaphragm, a weak acid can be
used in liquid)Maximum use temperatures up to
150BC.
Blind from the sensorless.
Linearity error (A0.3% FS)
The loop power signal circuits, wiring
convenience Built-in temperature compensation
,long signal stability.

Pressure level transmitter

ECX Pressure level transmitter

Piezoresister
Silicon oil
Thin diaphragm

SPECIFICATIONS

Wetted material

Probe：SUS304 / SUS316
Wire：PVC / FEP

Operating temp

-10℃ ~ 80℃ /
High temperature type:150℃

Supply voltage

Loop Power 13~36 Vdc

Linearity

A0.3% of F.S.

Pressure

0.1 ~ 10 Bar

Degree of
protection

IP65
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Ultrasonic level transmitter

EAX Ultrasonic level transmitter
OPERATING PRINCIPLE

FEATURES

During in operation, the ultrasonic wave firstly emit
to the measured medium level. When the
ultrasonic wave reaches the surface and reflects
back to the transducer, the time interval between
transmission and reception will be converted to the
physical parameter like the medium level or
distance between the ultrasonic level indicator and
medium surface.

Silo with rotational aiming kit
Transmitter

Liquid

SPECIFICATIONS
Supply voltage 7~30Vdc
Measuring
0~12m
range
Output

4~20mA loop power

Resolution

1mm

Accuracy

±0.25%F.S

Blind distance

250mm

Operating
temp.

-40~60℃

Communication

HART

Display

4-bit LCD display

Installation
connection

2” NPT Threaded flanges

Weight

1kg

※The specification is subject to the brochure.
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Non-contacting measurement, free from effects
of pressure, viscosity and specific gravity of the
material
Easy-to-install, cost-saving and no need of
maintenance under normal circumstances
Internal temperature compensation can improve
product accuracy and stability in long terms.
Full isolated analog output

OPERATING PRINCIPLE
FMCW radar (JFR): frequency modulated continuous
wave, use high-frequency(The GHz level) scan mode,
the electromagnetic wave is emitted via an antenna
period of time to the measured object, reflected back
to the receiving end. When the transmitted wave
reflected back through the measured object, and then
received via the antenna, the transmitting wave with
reception wave will generate a frequency difference
by using a frequency difference may be further step
calculate the distance from the radiator to the
analyte.Thus the application by the conversion may
be measured material capacity.

FEATURES
Measurable corrosive and toxic liquids,
hydrocarbons, and mud.
Not material specific gravity, temperature,
viscosity, foam, dust change action.
Echo graphical display, show tank within the
signal waveform. Can be excluded from the
barrel fixed obstacles.
Distance, level, the percentage of current
4-20mA. The isolated circuit architecture
interference ability.
With CE certificate (EMC)(EFT 2000V, B class
above)

Radar liquid level transmitter

JFR Radar level transmitter

SPECIFICATIONS
Measuring
range
Accuracy

±3mm(optimal)

Communication

RS485 ( Isolated )

Ambient
temp.
Operating
temp.

-40~85℃

Operating
pressure
Frequency

0~40Bar

Analog output

4~20mA/HART

IP rating

IP67

Max. 70M

-40~200℃

K Band

Mining dielectric
1.5
constant
9.5~30Vdc
Power supply
Live display

Five-digit backlight LCM

Housing

Aluminum alloy material

Antenna type

High gain horn(100D/140D)

Antenna
material

SUS 304/316

Blind distance

500mm

※The specification is subject to the brochure.
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Electromagnetic flowmeter

EPD Electromagnetic flowmeter
OPERATING PRINCIPLE

FEATURES

The working principle of the electromagnetic flow
meter is based on the Faraday law of
electromagnetic induction. When the conducting liquid
flows in the orthogonal direction of the magnetic line
direction, it will cut the magnetic lines and generate
induced voltage, which shows linear relationship with
the flowing speed. Thus, the fluidic volume flow can
be calculated.

The measurement results are not affected by the
change in liquid density, viscosity, temperature,
pressure and conductivity.
It can be widely applied in the conducting liquids
that may contain fiber, solid granules and
suspended matters.
Enclosure protection rating: IP67/NEMA 4X
Suitable for all kind of acid/alkaline environment

Pipe
Magnetic field
N
S

Electrode

Standard Type

SPECIFICATIONS
Accuracy

A0.5%、A0.3%、A0.2%

Medium temp.

20BC~120BC(PTFE Lining)

Ambient temp.

-40BC~70BC

IP rating

IP67/NEMA4X

Electrode material

Stainless steel, Hastelloy,
titanium, tantalum

Lining material

PTFE, Synthetic rubber,
neoprene

Flange material

Carbon steel

Analog output

4~20mA

Communication
interface

RS485

Supply voltage

AC100~240Vac

※The specification is subject to the brochure.
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Remote Type

Paddle flow switch

SFX Paddle flow switch
OPERATING PRINCIPLE

FEATURES

Paddle-type flow switch works when the flow of
water forces the blade to close the switch. When
the liquid in the pipe flows, the paddle and spring
push the blade up actuating the switch. When the
flow stops and the paddle hangs perpendicularly,
the switch is opened.

Simple structure, easy to install, without
adjustment.
Long life, cheap.
Maximum pressure up to 25kg/cm2.

spring
magnet
reed switch
axis
paddle

Switch on in case of liquid flowing in pipes

SPECIFICATIONS
Repetitive error

5%

Operating
temperature

-30℃~150℃

Degree of protection

IP65

Contact capacity

60W/220Vac,200Vdc

Contact form

SPDT

FLOW CONTROL RANGE TABLE
Pipe spec.

1"

Flow Volume
Gallon
Act. De-Act.
Paddle Length
Min.
1"
4.7
3.9

Act.
10.9

De-Act.

Act.

3"

2-1/2"

De-Act.

Act.

De-Act.

8.3

19.9

16.1

12.3

31.3

22.8

Act.

De-Act.

1-1/4"

7.7

6.1

16.5

1-1/2"

5.7

4.5

13.4

9.5

25.2

18.5

8.4

6.3

15.1

12.8

29.7

21.9

13.9
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20.4

15.4

17.1

12.8

2"
2-1/2"
3"

※1 Gallon=3.7854 Litter
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2"

1-1/2"

OPERATING PRINCIPLE
Thermal dispersion flow switches measure the
velocity of a liquid inside a pipe or channel.
The switch’s probe contains two key components a
heating sensor and temperature sensor. The heating
sensor is positioned closest to the flowing liquid and
provides a consistent heat. The temperature sensor
measures the temperature emitted from the heating
sensor.
When liquid is flowing, there is a temperature difference between the two sensors. The temperature
difference has an inverse relationship with the flow
velocity.

FEATURES
Measurement with high sensitivity, good stability.
Small size and mounting position is unrestricted.
No moving mechanical structure is easy to wear.
Can be measured to a liquid containing
impurities.
Measured for different pH’s for liquid
environments.

Thermal flow switch

SPX Thermal flow switch

SPECIFICATIONS

Flow rate range

Water: 1 to 150 cm / s
oil: 3 to 300 cm / s

Warm-up time

15 seconds

Operating temperature

-25℃ ~ 80BC
(fluid temperature)

Pressure

100 bar max

Degree of protection

IP67

Operating power

19 ~ 30Vdc
NPN / PNP 400mA max)
Output signal Relay:
1A/30Vdc,
0.3A/125Vac(NO or NC)
5A/250Vac (SPDT).

Contact
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Bargraphic display scaling meter

PBX / PMX Bargraphic display scaling meter
OPERATING PRINCIPLE
A commonly used industrial A / D converter with
high zero stability. To accurate detection of input
signal, the second signal amplifier and resistance a
stable anti-converter input signal through a highspeed microprocessors rely on precision signal
operations, and output control the parameters of the
system point links, and signals through the D / A
converter, the values do re-transmission in order to
achieve the control purpose.

SPECIFICATIONS
Supply voltage

85~265 Vac, 18~36 Vdc

Input signal

0-20mA, 0-200mA, 0-5V,
0-10V, 0-20V, 0-200V

Sampling

4Hz

Display range

-1999~9999

Digit size

0.36"Red

Panel degree
of protection

IP54

Operation temp. 0~55BC
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Communication
interface

RS-485

Protocol

Modbus

FEATURES
Two sets of signals can also accept input, range
from so With custom.
Measurement commonly used industrial the
instrument AC, DC signal.Up to do a 8:00 level
control.
Communication with PLC, supports RS-485
interface.The product complies with IEC60092504 / IEC60947-2.

Global Network
Germany
China

Taiwan

U.S.

Singapore
Malaysia

Indonesia

Asia

North America

Europe

Taiwan
FineTek Co., Ltd. - Taipei Head Quarter
No.16, Tzuchiang St., Tucheng Industrial Park
New Taipei City 236, Taiwan
TEL: 886-2-2269-6789
FAX: 886-2-2268-6682
EMAIL: info@fine-tek.com

California, U.S.
Aplus Finetek Sensor Inc. - US Office
355 S. Lemon Ave, Suite D, Walnut,
CA 91789
TEL: 1 909 598 2488
FAX: 1 909 598 3188
EMAIL: info@aplusfine.com

Germany
FineTek GmbH - Germany Office
Bei den Kämpen 26
21220 Seevetal-Ramelsloh, Germany
TEL: +49-(0)4185-8083-12
FAX: +49-(0)4185-8083-80
EMAIL: info@fine-tek.de

China
Fine automation Co., Ltd. - Shanghai Factory
No.451 DuHui Rd, MinHang District, Shanghai,
China 201109
TEL: 86-21-6490-7260
EMAIL: info.sh@fine-tek.com

Mütec Instruments GmbH - Germany Office
Bei den Kämpen 26
21220 Seevetal-Ramelsloh, Germany
TEL: +49-(0)4185-8083-0
FAX: +49-(0)4185-8083-80
EMAIL: muetec@muetec.de

Singapore
FineTek Pte Ltd. - Singapore Office
No. 60 Kaki Bukit Place, #07-06 Eunos
Techpark 2 Lobby B, Singapore 415979
TEL: 65-6452-6340
EMAIL: info.sg@fine-tek.com
Indonesia
FineTek Co., Ltd. - Indonesia Office
Ruko Golden 8 Blok H No.38
Gading Serpong, Tangerang, Indonesia
TEL: 62 (021)-2923-1688
EMAIL: info.id@fine-tek.com

Distributor:

Malaysia
FineTek Co., Ltd. - Malaysia Office
8-05, Plaza Azalea, Persiaran Bandaraya,
Seksyen 14, 40000 Shah Alam, Selangor, Malaysia
TEL: 603-5524-7168
EMAIL: info.my@fine-tek.com

08-All07EP-012318

